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PART III

Stores Purchase

Harbour Engineering  Department
SHORT TENDER NOTICE

No. 7136/D4/12/CE. 23rd July 2012.

Sealed  tenders are invited in the  prescribed form
for the supply of three numbers Auto Focus ‘Total
Station’ for the use of Harbour Engineering Department.

The tender should be superscribed  ‘Supply of Total
Stations for Harbour Engineering  Department’
and addressed to the Chief  Engineer, Harbour
Engineering  Department, Kamaleswaram, Manacaud P. O.,
Thiruvananthapuram- 695 009, so as to reach on or before
5-9-2012 at 3 p. m. Late tenders will not be accepted. The
tenders will be opened at 3.30 p. m. on 5-9-2012 in the
presence of such tenderers or their authorized
representatives who will be present at that time.
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Intending tenderers may, on application to the Chief

Engineer, Harbour Engineering Department to obtain the
requisite tender forms, on which, tenders should be
submitted. Application for the tender form should be
accompanied by a cash remittance of  � 2,800 + 5% VAT
which is the price  for a  tender form and which is not
refundable under any circumstances. Cheques, Postal
Orders, Stamps, etc. will not be accepted towards the cost
of tender forms. The  tender forms are not transferable.
Sale of tender forms will be from 13-8-2012 to 20-8-2012
and will be closed at  1 p. m. on 20-8-2012.

Tenderers who desire to get tender documents by
post shall have remit �  2,800 + 5% VAT + �  50
(for postage charges), by money order or in the form of
demand draft from a nationalised bank, in favour of ‘The
Chief  Engineer, Harbour Engineering Department’, payable
at Thiruvananthapuram. Cheque, Postal Order, etc., will not
be  accepted towards the cost of forms, not will the forms
be sent by V. P. P.

The tenderers should send along with his tender a
preliminary agreement in the prescribed proforma attached
along with the tender schedule, executed and signed on
the Kerala Stamp Paper worth   � 100. The tenders should
also accompanied by EMD, which is 1% of the quoted
amount, rounded to nearest higher 50 Rupee, as demand
draft pledged in favour of ‘The Chief Engineer, Harbour
Engineering Department, Thiruvananthapuram’, from any of
the nationalised bank payable at  Thiruvananthapuram.

The quoted rate should be inclusive all cost of the
instrument and accessories, taxes and duties, delivery of
each instrument and  accessories at different offices under
Harbour Engineering Department in Kerala, installation and
demonstration, etc. Maximum period of guarantee that can
be given detailed specifications and period of delivery not
exceeding one month should be shown separately. All
other conditions prevailing in Government departments, for
the supply of stores is applicable to this tender also.

lm¿_¿ F©n-\o -b -dnwKv hIp -∏n -te°v NphsS

kqNn-∏n-®n-cn-°p∂ \n_-‘-\-Iƒ {]Imcw ‘Auto Focus
Total Station—3 FÆw’ kssπ sNøp-∂-Xn-te-°p-th≠n

Z¿Lm-kp-Iƒ £Wn-®p-sIm-≈p-∂p.

Z¿Lmkv Ih-dn\papI-fn¬ ‘‘Total Station kssπ

sNøp-∂-Xn\p≈ Z¿Lmkv’’ F∂v tcJ-s∏-Sp-Øn-bn-cn-°-Ww.

Z¿LmkpIƒ No v̂ F©n-\o-b¿, lm¿_¿ F©n-\o-b-dnwKv

hIp-∏v, Ia-te-izcw, aW-°mSv ]n. H., Xncp-h-\-¥-]p-cw-˛9

F∂ hnem-k-Øn¬ ka¿∏n-t°-≠-Xm-Wv.  Z¿LmkpIƒ

ka¿∏n-t°-≠ Ah-km\ XobXn 5˛9-̨ 2012 sshIn v́ 3 aWn-

h-sc-bm-Wv. sshIn e`n-°p∂ Z¿Lm-kp-Iƒ kzoI-cn-°p-∂-X-√.

Z¿Lm-kp -Iƒ At∂Znhkw sshIn´ v  3 .30 aWn°v

lmP-cp≈ Icm-dp-Im-cp-sStbm Ah-cpsS {]Xn-\n-[n-I-fp-sStbm

km∂n-≤y-Øn¬  Xpd-°p-∂-Xm-Wv.

Z¿Lmkv t^map-Iƒ No^v F©n-\o-b¿, lm¿_¿

F©n-\o-b-dnwKv hIp-∏v, Ia-te-izcw Hm-^o-kn¬\n∂pw

13-˛8 -˛2012 apX¬ 20-˛8-˛2012-˛\v D®bv°v Hcp aWnhsc

� 2,800 + 5% \nIpXn Dƒs∏sS AS-®m¬ e`n-°p-∂-Xm-Wv.

Z¿Lmkv t^map-Iƒ ssIam‰w sNøm≥ ]mSp-≈-X-√.

Z¿Lmkv t^map-Iƒ X]m-en¬ e`n-t°-≠-h¿  � 2,800 + 5%
\nIpXn + � 50 t]mtÃPv Nm¿Pv klnXw aWn-tbm¿U¿

As√-¶n¬ No^v F©n-\o-b¿, lm¿_¿ F©n-\o-b-dnwKv

hIp-∏v, Xncp-h-\-¥-]pcw F∂ t]cn¬ s]mXp-ta-Jem

_m¶n¬ \n∂pw FSp -ØXpw Xncp -h -\ -¥-]p -cØv

amdm-hp-∂-Xp-amb Unam‚ v {Um^v‰v cq]-Øn¬ apI-fn¬

kqNn-∏n-®n-cn-°p∂ A{U- n¬ At]-£n-t°-≠-Xm-Wv. sN°v,

t]mÃ¬ Hm¿U¿ F∂nh kzoI-cn-°p-∂-X-√.

Z¿Lmkv {]am-W-tØm-sSm∏w � 100 hne-bp≈ tIcf

k¿°m¿ ap{Z-]-{X-Øn¬ Z¿Lmkv {]am-W-ß-fpsS IqsS

\¬Ip∂ amXr-I-bn-ep≈ {]mY-anI DS-ºSn H∏n´v ka¿∏n-

t°-≠-Xm-Wv. AtXm-sSm-∏w-Xs∂ No^v F©n-\o-b¿,

lm¿_¿ F©n-\o -b-dnwKv hIp -∏v , aW-°mSv ]n. H.,

Xncp-h-\-¥-]pcsØ GsX-¶nepw \mj-W-ssekvUv _m¶n¬

amdm-hp-∂Xpw Izm´v sNbvX XpI-bpsS Hcp iX-am-\-Øn\v

(� 50˛\v apI-fn-te°v {Ia-s∏-Sp-Øn-bXv) Xpey-am-bn-´p≈

XpI-bv°p≈  Unam‚ v {Um^v‰v \nc-X-{Z-hy-ambn D≈-S°w

sNtø-≠-Xm-Wv.

Z¿Lmkv ka¿∏n -°p -∂-h¿ Ah¿ ka¿∏n -°p∂

sajo≥ tamU-ep-I-fpsS Detailed Specification˛\pw AtXm-

sSm∏w hn¬∏-\m-\-¥cw \¬Im≥ Dt±-in-°p∂ ]c-am-h[n

hmd‚n kw_-‘n®pw D≈ hnh-c-ßƒ Z¿Lm-kp-I-tfm-sSm∏w

\¬tI-≠-Xm-Wv. Z¿Lm-kn¬ km[-\-ß-fpsS  hne, \nIp-Xn-Iƒ,

Uyq´n F∂n-h Dƒs∏sS Hmtcm bqWn‰v hoXw lm¿_¿

F©n-\o-b-dnwKv hIp-∏ns‚ tIc-f-Ønse hnhn[ Hm-^o-kp-

I-fn¬ sUen-hdn \SØn sUtam¨kvt{S-j≥ Dƒs∏-sS-bp≈

XpI tcJ-s∏-Sp -tØ-≠-Xm-Wv. Z¿Lmkv kw_-‘n®v

k¿°m-cn¬  F√m  hyh-ÿ-Ifpw  Cu  Z¿Lm-kn\pw

_m[I-am-Wv.

SPECIFICATION

(All hardware, software and accessories must be from
original equipment manufacturer)

Total station with laser plummet and with:

Accuracy: 5 second (angular) 1mm + 1.5ppm
(distance) with reflector with a measurement time of 3
second or better.

Least Count: 0.1 second angular, 0.1mm (distance)

Magnification: 30X or better

Measurement Range: Minimum 3,000 m with single
prism under average atmospheric conditions 30 m
reflector less option for measuring without reflector

Display: LCD display with minimum 150 x 250 pixels
graphics or better

Key Board: Alphanumeric key board with trigger
keys and function keys.
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Memory: At least 1,00,000 fix points in IDEX/USER
definable formats/ASCII/GSI/Direct Auto CAD
formats.

Compatibility: Data should be able to interchangeable
between GPS and total station without any data
conversion.

Battery: Rechargeable Li lon with 20 hours of
operation-2 Nos. (one spare)

Accessories: Machine with laser plummet, tribrach,
tripod (wooden/aluminium and telescopic), prism with
pole (2 Nos.) battery charger, two way communication
software, data cable.

One circular bubble in tribrach.

Alpha numeric keyboard (one side only, second side
keyboard and display at extra cost).

Essential Accessories

Single  prism assembly comprising of, single prism
holder and target plate tilting type, suitable for mounting
on range pole or on tribrach adaptor. Range pole with
bubble 2 meter x 2 sections telescopic type  with
graduations and bipod.

In strong carrying case with one data transfer cable,
one data transfer softwere DL-01, two numbers battery,
one charger, one  Tommy pin, one screw driver, one rain
cover, one wooden stand, one CD containing instruction
manual, one reader writer unit and one SD card, one side
display, detachable  Tribrach, SD card slot, mini USB port,
RS-232C port.

(Sd.)
Office of the Chief Engineer, Chief Engineer,
Kamaleswaram, Manacadu P. O., (For and on behalf of
Thiruvananthapuram. the Governor of Kerala).


